
18 volt Cordless Percussion Drill

PRODUCT DESCRIPTION

This Milwaukee cordless drill is the ideal choice for
engineers who may need to drill wood, steel or
masonry/concrete.  It is also ideal for screwdriving
applications with its variable torque settings and the
facility to produce up to 135 Nm.  With long run
times due to the 5 amp hour battery packs. 
Complete with LED light for use in low light levels. 
Supplied with two battery packs, charge and carry
case.

Thumbnail Network Rail Reference Description

0089/012605 Milwaukee 18 volt percussion drill

SPECIFICATION

Supplied with 2 x battery packs, charger and carry case.

Percussion (impact) setting for masonry drilling
Keyless 3 jaw chuck
Brushless motor
Electronic clutch with 13 torque settings
Bluetooth® enabled
ONE-KEY™ app feature via smart phone enables 4 individual setting for speed and torque, for specific applications ensuring repeatability.  Can
also be used to prevent unauthorised use.
Battery charge level indicator
Integral LED light

Specification

Battery pack capacity (Ah): 5.0
No. of batteries supplied: 2
No load speed (rpm) 0 – 550/0-2000
Impact rate (ipm) 0 – 1700 / 0 – 32000
Chuck capacity: 13mm
Capacity steel:13mm, masonary:13mm, wood:45mm
Max.torque: 135Nm
Weight with battery pack (kg) 2.5kg
Supplied in carry case

Noise/vibration information 

Sound pressure level (dB(A)) 99.9
Sound pressure level uncertainty [dB[A]] 3
Sound power level [dB[A]] 110.9
Sound power level uncertainty [dB[A]] 3
Vibration drilling into metal [m|s²] 1.29
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Vibration drilling into metal uncertainty [m|s²] 1.5
Vibration percussion drilling into concrete[m|s²] 13.2
Vibration percussion into concrete uncertainty [m|s²] 1.5
Vibration screw driving [m|s²] 1.33
Vibration screw driving uncertainty [m|s²] 1.5


